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Podstawa opracowania:

Dokumentacj¢ opracowano na podstawie wytycznych Inwestora odnos$cie zakresu robot,
standardu wykonania i jako$ci materiatow.

Dokumentacja wykonana jest zgodnie z umowa, obowiazujacymi przepisami, normami oraz
zasadami wiedzy technicznej, wydana jest w stanie kompletnym z punktu widzenia celu, kto-
remu ma stuzyc.



OPIS TECHNICZNY

1. CHARAKTERYSTYKA OGOLNA PROJEKTU

1.1.  Przedmiot i zakres projektu

Przedmiotem niniejszego projektu jest : ,,budowa systemu telewizji dozorowej i kamery inter-
netowej Kopca Wolno$ci w Poznaniu”.

Zakres projektu obejmuje budowe punktow kamerowych obserwujgcych brame wjazdowg oraz
szczyt Kopca Wolnosci oraz instalacj¢ kamery internetowej dla obserwacji otoczenia Kopca
i panoramy Poznania.

1.2.  Podstawa opracowania projektu

Niniejszy projekt opracowano na podstawie :

Umowy zawartej ze Zleceniodawca,

Warunkow technicznych okre§lonych przez Inwestora,
Uzgodnien technicznych z przedstawicielami Inwestora,
Danych zebranych przez projektanta w terenie,

Polskich Norm.

1.3.  Zakres rzeczowy

Zakres prac zwigzanych z budowg systemu monitoringu wizyjnego i kamery internetowej
Kopca Wolnos$ci obejmuje nastepujace dziatania:

montaz dwoch stupow o wysoko$ci Sm przy bramie wjazdowej na Kopiec Wolnosci,
zainstalowanie na tych stupach dwoch statopozycyjnych kamer o rozdzielczosci 8 Mpx
do obserwacji wjazdu i jego otoczenia,

budowe kanalizacji teletechnicznej dla utozenia okablowania pomigdzy kamerami przy
bramie wjazdowej na Kopiec Wolnosci a szafkg elektryczng na jego szczycie (szafka
jest przedmiotem odrebnego opracowania),

montaz na szczycie Kopca Wolnosci stupa o wysokosci 6m,

instalacja na tym stupie kamery obrotowej systemu monitoringu wizyjnego Kopca Wol-
nosci (kamera ma by¢ elementem systemu monitoringu Oddziatu Malta POSiR),
instalacja na tym stupie kamery internetowe;j,

instalacja na tym stupie urzadzen (anteny) radiolinii,

montaz zasilaczy oraz przelacznika systemowego w szafce elektrycznej posadowionej
na szczycie Kopca Wolnosci (szafka jest przedmiotem odrgbnego opracowania),

montaz urzadzen radiolinii na wiezy s¢dziowskiej Toru Regatowego Malta Poznan,
uruchomienie i konfiguracja urzadzen oraz oprogramowania,

opracowanie dokumentacji powykonawczej.

1.4. Dokumentacje zwigzane

Projekt instalacji elektrycznych Kopca Wolnos$ci
Kosztorys inwestorski

Przedmiar robot

STWIOR

1.5. Inwestor

Miasto Poznan Poznanskie Osrodki Sportu i Rekreacji Samorzadowy Zaktad Budzetowy
ul. Chwiatkowskiego 34, 61-553 Poznan.



1.6.

Wykonawca dokumentacji projektowej

AGENCJA PROJEKTOWA - JULIUSZ MALEPSZAK
ul. Gasiorowskich 12/22
60-704 Poznan

2. CHARAKTERYSTYKA TECHNICZNA PROJEKTU

2.1.

2.2.

Stan istniejacy

Obiekt w chwili obecnej nie ma zadnych instalacji teletechnicznych. Nie jest dostgpna
zadna kanalizacja teletechniczna lub inne obiekty (np. stupy lub inne instalacje).

Stan projektowany

Projektuje si¢ budowe dwoch stupow o wysokosci 5m dla posadowienia statopozycyj-
nych stacjonarnych kamer IP stanowigcych docelowo element istniejgcego Systemu te-
lewizji dozorowej Oddziatu Malta obserwujacych wjazd na Kopiec Wolnosci od strony
ulicy Baraniaka oraz stupa o wysokosci 6m na szczycie Kopca Wolno$ci dla posado-
wienia obrotowej kamery IP systemu telewizji dozorowej Oddziatu Malta, obrotowej
internetowej kamery IP typu PTZ oraz urzadzen radiolinii.

Zasilanie i transmisja sygnatow kamer systemu telewizji dozorowej zainstalowanych
przy wjezdzie na Kopiec Wolnosci bedzie realizowana w technologii ePoE
z zastosowaniem dedykowanego przemystowego przetgcznika (switcha) systemowego,
pracujacego w tej samej technologii. Pozwoli to na zasilanie i transmisj¢ sygnalow na
odlegtos¢ ponad 200m z zastosowaniem standardowego kabla UTP kat. 5e. Z tego sa-
mego przetacznika bedzie réwniez zasilana kamera obrotowa systemu telewizji dozo-
rowej Oddzialu Malta, umieszczona na szczycie Kopca Wolnosci.

Zasilanie kamery internetowej bedzie realizowane przez dedykowany zewnetrzny zasi-
lacz (24V AC 100W). Zasilanie radiolinii bedzie realizowane przez dedykowany zasi-
lacz typu midspan.

Zasilacze kamer i radiolinii oraz przetgcznik (switch) systemowy wraz z jego zasila-
czem maja by¢ umieszczone w szafce elektrycznej umieszczonej na szczycie Kopca
Wolnosci (szafka poza zakresem niniejszego opracowania).

Wszystkie urzadzenia zewnetrzne (kamery, radiolinia, switch systemowy oraz ich zasi-
lacze) muszg by¢ przystosowane do pracy w temperaturach od —20 do +60°C.
Okablowanie systemu telewizji dozorowej i kamery internetowej na Kopcu Wolnos$ci
ma by¢ ulozone w rurach ostonowych typu AROT ukladanych w rowach wykonanych
na potrzeby systemu zasilania opraw oswietleniowych Kopca Wolnosci (opracowanie
odrebne). Okablowanie radiolinii na Wiezy Se¢dziowskiej w relacji antena radiolinii na
szczycie wiezy - poziom 5 wiezy nalezy uktada¢ w rurkach ostonowych a w dalszym
przebiegu (do serwerowni Oddziatu Malta) do transmisji sygnatéw nalezy wykorzystaé
istnicjgce okablowanie $wiattowodowe z zastosowaniem mediakonwerterow.
Projektowana radiolinia ma zapewnic¢ transmisj¢ sygnatéw pomigdzy Kopcem a Wieza
Sedziowska Toru Regatowego Malta. Wymagana realna minimalna przepustowos¢ ra-
diolinii wynosi 50 Mbps.

Dla potrzeb udostepnienia i sterowania kamerg internetowa na szczycie Kopca Wolno-
$ci nalezy zainstalowa¢ oprogramowanie zarzadzajace dostepem do tej kamery (gwa-
rantujace niezbedne kolejkowanie, sterownie i rezimy czasowe dla Internautéw) jak
réwniez pozwalajace na implementacje graficznych komunikatow wys$wietlanych tacz-
nie z obrazem z kamery. Komunikaty majg umozliwia¢ przekazywanie tre$ci opraco-
wanych przez Oddzial Malta lub POSIiR.

Oprogramowanie musi zapewnia¢ ptynng obstuge kamery przez Internautéw, pozwala-
jac na intuicyjne sterowanie kamerg (kierunek widzenia, zblizenie itd.). Wymagane jest



2.3.

2.4.

zapewnienie pelnej funkcjonalnosci gwarantowanej przez projektowang kamere i opro-
gramowanie.

Pole obserwacji kamer stacjonarnych systemu telewizji dozorowej Oddziatu Malta

Kamery majg obserwowa¢ wjazd na teren Kopca oraz siebie nawzajem. Jakos$¢ obser-
wacji, dzigki zastosowaniu przetwornikow o rozdzielczo$ci 4K, ma pozwala¢ na identy-
fikacje osOb naruszajacych nadzorowany teren, a zastosowanie oswietlaczy IR musi
gwarantowac poprawne dziatanie systemu na odleglo$¢ minimum 50 m.

Pole obserwacji oraz sterownia kamery obrotowej systemu telewizji dozorowej Oddziatu
Malta na szczycie Kopca

Kamera ma mie¢ mozliwos$¢ obserwacji otoczenia réwniez przy braku $wiatla dzienne-
go. Oswietlacz IR powinien zapewniaé precyzyjng obserwacj¢ otoczenia na odlegtos¢
minimum 50m. System sterowania i zarzadzania kamerg musi by¢ zgodny z istniejagcym
obecnie systemem telewizji dozorowej Oddziatu Malta, tzn. kamera musi by¢ w peini
sterowana z poziomu obecnie zainstalowanego systemu a obrazy z niej musza by¢ reje-
strowane w systemie bez jakichkolwiek ograniczen i koniecznosci instalacji dodatko-
wych urzadzen.

Sterownie kamerg internetowa

Sterowanie ma umozliwia¢ petng kontrole nad kierunkiem obserwacji oraz przyblize-
niem obrazu. Ma gwarantowac¢ ,,kolejkowanie” internautéw zainteresowanych sterowa-
niem kamery. Dodatkowo oprogramowanie musi umozliwia¢ wys$wietlanie komunika-
tow np. o planowanych imprezach, wydarzeniach lub innych informacji dotyczacych
Oddziatu Malta, POSIR lub Miasta Poznania.

Zagospodarowanie terenu

Projekt niniejszy nie narusza praw wilasnosci i uprawnien osob trzecich, nie spowoduje
koniecznos$ci zmiany planu zagospodarowania terenu.

Ochrona $rodowiskowa

Projektowana budowa systemu monitoringu wizyjnego Kopca i kamery internetowej nie
ma wptywu na zanieczyszczenie powietrza atmosferycznego, wad i gleby.

Tereny zielone oraz nawierzchnie po przeprowadzonych robotach zostang uporzadko-
wane i doprowadzone do stanu pierwotnego.



3. ZESTAWIENIA

3.1.

Podane urzadzenia i materiaty oraz ich parametry nalezy traktowac jako wzorcowe i wyma-
gane dla ostatecznej realizacji zadania. Oznacza to wymog stosowania urzgdzen i materialow

Zestawienie podstawowych materialow

o parametrach wskazanych w dokumentacji projektowej. Dopuszczane jest stosowanie urza-

dzen i materiatow alternatywnych o nie gorszych niz wskazane w projekcie parametrach
i wlasciwosciach. Wszelkie zmiany parametrow stosowanych urzadzen i materiatow wymaga-

ja uzyskanie pisemnej zgody Projektanta.

Lp. Nazwa Jm llosé
1 Adapter stupowy PFA152-E szt 2
2 Puszka montazowa PFA121 szt 2
3 Kamera obrotowa Speed Dome Hikvision DS-2DF8223I-AEL szt 1
4 Uchwyt nastupowy DS-1602ZJ-POLE-BOX szt 1
5 Kamera uchylno-obrotowa AXIS Q8685-E PTZ szt 1
6 Uchwyt nastupowy AXIS T94N01G szt 1
7 Antena Ubiguiti Nano Station M5 Loco szt 2
8 Transformator PSS 100 230/24V AC szt 1
9 Kamera Dahua IPC-HFW5831EP-ZE szt 2
10 Zewnetrzny kabel kat. 5e U/UTP drut 4x2x0.5 zelowany m 500
11 Zewnetrzny kabel zasilajacy YKY 2x2,5mm2 m 30
12 Fundament FB-MS/1 z kompletem podktadek i nakretek szt 3
13 Rury winidurowe 16mm m 26
14 Uziom stalowy miedziowany o dlug. 1.5 m szt. 6
15 Zlgcza pretow szt. 3
16 Tabliczka bezpiecznikowa stupowa' szt 3
17 Zasilacz przemystowy na szyne DIN Mean Well SDR-120-48 kpl. 1
18 Mediakonwerter Fibrain FGMS-S31L-020-E lub rownowazny szt 2
19 Kabel okablowania strukturalnego kat. 5e U/UTP drut 4x2x0.5 m 33
20 Kabel krosowy UTP kat. 5e 1m szt 2
21 Stup stalowy o$miokatny Portland 5 m szt 2
22 Stup stalowy o$miokatny Portland 6 m szt 1
23 Rura ostonowa karbowana dwuscienna fi 40 m 2448
24 Ztgczka rur kanalizacji kablowej SZt. 12
o5 Zewnetrzne zabezpieczenie przeciwprzepieciowe PoE szt 4

EWIMAR PTF-1-ECO/POE

26 Kabel YLY Zo 0,6/1kV 1x4mm?2 m 28
27 Switch przemystowy Dahua PFL2106-4ET-96 szt 1
28 Modut SFP-205/3G szt 2
29 Oprogramowanie CamStreamer i CamOverlay kpl. 1




4. UWAGI KONCOWE

Wszelkie prace objete niniejszym projektem nalezy wykonywac¢ zgodnie z obowiazuja-
cymi normami, przepisami technicznymi oraz uwagami i zaleceniami Inwestora.

Przestrzega¢ zalecen zawartych w uzgodnieniach.

O terminie rozpoczecia prac Wykonawca jest zobowigzany zawiadomi¢ wszyst-
Kie zainteresowane strony z co najmniej 3-dniowym wyprzedzeniem.

Wszystkie roboty objete niniejszym projektem nalezy wykonaé zgodnie z obo-
wigzujacymi normami, przepisami i warunkami na roboty teletechniczne.

Podczas prowadzenia robdt przestrzega¢ aktualnych przepisow BHP.

Cata inwestycja nie stwarza zagrozenia pozarowego

Po wykonaniu inwestycji nalezy opracowa¢ dokumentacj¢ powykonawcza.
Teren budowy zabezpieczy¢ przed dostepem 0s6b postronnych.

Teren i budowle przywroci¢ do stanu pierwotnego.

Wszelkie uzasadnione zmiany w stosunku do projektu nalezy uzgodni¢ z Inwe-
storem i Projektantem.
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DH-IPC-HFW5831E-ZE

8MP WDR IR Bullet Network Camera

a/hua

TECHNOLOGY

System Overview

With upgraded H.265 encoding technology, Eco-savvy series brings
high efficient video compression capability. It can save bandwidth and
storage. Meanwhile, the series features starlight, smart IR technology
and intelligent image analysis techniques. This series supports
reminder function, meanwhile fully protected from dust and water,
certified to IP67 and vandal resistant to IK10 standard.

Functions

ePoE technology

The ePoE technology of Dahua, designed internally, adopts advanced
2D-PAM3 coding modulation from physical layer, and realizes full
duplex transmission over 800 meters at the speed of 10Mbps, or 300
meters at the speed of 100Mbps via Cat 5 or coaxial cable media.
Besides, it supports PoE and PoC power supply technology which has
greatly simplified construction and wiring. Dahua ePoE technology
offer a new way to accomplish long distance transmission between IP
camera and network switch. It allows more flexible surveillance system
design, improves reliability and saves construction and wiring cost.

4K technology

4K technology as a revolutionary breakthrough in image, which
enhance the expressive image of essence, allowing users to
experience the best picture quality brought about by the visual
feast . For the purposes of 4K surveillance with four times the 1080P
resolution, presented to the user with more details . Under the same
scenario by raising the pixels, reduce the camera cost.

Wide Dynamic Range

The camera achieves vivid images, even in the most intense contrast
lighting conditions, using industry-leading wide dynamic range
(WDR) technology. For applications with both bright and low lighting
conditions that change quickly, true WDR (120 dB) optimizes both the
bright and dark areas of a scene at the same time to provide usable
video.

- 1/2.5” 8Megapixel progressive scan STARVIS™ CMOS

- H.265&H.264 dual-stream encoding

- 15fps@4K(3840x2160),25/30fps@3Mp(2304x1296)

- Day/Night(ICR), 3DNR, AWB, AGC, BLC

- Multiple network monitoring: Web viewer, CMS(DSS/PSS) &
DMSS

- 2.7mm ~12mm motorized lens

- Max. IR LEDs Length 50m

- Micro SD memory, IP67, 1IK10, PoE

0
[4'(][11.265] wWh 6
Vandal-proof, 1P67
Intelligent Video System (IVS)

IVS is a built-in video analytic algorithm that delivers intelligent
functions to monitor a scene for Tripwire violations, intrusion
detection, and abandoned or missing objects. A camera with IVS
quickly and accurately responds to monitoring events in a specific
area. In addition to scene analytics, the camera supports face
detection to quickly capture a face and upload the image to a server.
The camera also offers tamper detection by recognizing a dramatic
scene change and generating a warning message to inspect the
camera.

Temperature

Protection(IP67, IK10, wide voltage)

The camera allows for +30% input voltage tolerance, suitable for the
most unstable conditions for outdoor applications. Its 6KV lightning
rating provides effective protection for both the camera and its
structure against lightning. Subjected and certified to rigorous dust
and immersion tests (IP67) and impact tests (IK10), the camera is the
choice for installation in even the most unforgiving environments.

Smart H.265+

Smart H.265+ is the optimized implementation of the H.265 codec
that uses a scene-adaptive encoding strategy, dynamic GOP, dynamic
RO, flexible multi-frame reference structure and intelligent noise
reduction to deliver high-quality video without straining the network.
Smart H.265+ technology reduces bit rate and storage requirements
by up to 70% when compared to standard H.265 video compression.

Onvie & PsIA

www.dahuasecurity.com
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Technical Specification

Camera
Image Sensor
Effective Pixels
RAM/ROM
Scanning System

Electronic Shutter Speed

Minimum Illumination

S/N Ratio

IR Distance

IR On/Off Control
IR LEDs

Lens

Lens Type
Mount Type
Focal Length
Max. Aperture
Angle of View
Optical Zoom
Focus Control

Close Focus Distance

Lens
DF)RI W
Distance
T

Pan/Tilt/Rotation

Pan/Tilt/Rotation Range

Intelligence

IVS

Advanced Intelligent Functions

Video
Compression

Streaming Capability

Resolution

Frame Rate

Bit Rate Control

Bit Rate

1/2.5" 8Megapixel progressive scan CMOS
3840(H)x2160(V)

512MB/32MB

Progressive

Auto/Manual, 1/3~1/100000s

0.05Lux/F1.4 (Color,1/3s,30IRE)
0.2Lux/F1.4 (Color,1/30s,30IRE)

Day/Night

BLC Mode
White Balance
Gain Control
Noise Reduction
Motion Detetion

Region of Interest

Electronic Image Stabilization

OLux/F1.4(IR on) (EIS)
More than 50dB Smart IR
Distance up to 50m (164ft) Defog
Auto/ Manual Digital Zoom
4 Flip

Mirror

Pri Maski
Motorized/ Auto Iris(DC) IS WA RIS

Audio

Board-in

2.7mm~12mm Compression

F1.4 Network
H:110°~40°, V:58°~23° Ethernet
4x

Protocol
Motorized
0.3m

Interoperability
Detect Observe  Recognize  Identify

Streaming Method
85m(280ft) 34m(112ft) 17m(56ft)  8.5m(28ft)

Max. User Access
228m(748ft) 91m(299ft 46m(151ft)  23m(75ft)

Edge Storage

Pan:0°~360’; Tilt:0°~90°; Rotation:0°~360°
Web Viewer

Management Software
Tripwire, Intrusion, Object Abandoned/Missing

Smart Phone
Face Detection

Certifications

H.265+/H.265/H.264+/H.264 Certifications

3 Streams

4K(3840x2160)/ 6M(3072x2048)/5M(3072x1728)/ Interface

5M(2592x1944)/ 4M(2688x1520)/ 3M(2048x1536)/
3M(2304x1296)/ 1080P(1920x1080)/1.3M(128
0x960)/ 720P(1280%x720)/ D1(704x576/704x480)/
VGA(640x480)/ CIF(352x288/352x240)

Video Interface

Audio Interface

Main Stream: 4K(1~15fps)/3M(1~25/30fps) RS485

Sub Stream: D1(1~25/30fps) Alarm

Third Stream: 720P(1~25/30fps) Electrical
CBR/VBR Power Supply

H.264: 24K ~ 10240Kbps H.265: 14K ~ 9984Kbps Power Consumption

www.dahuasecurity.com

Auto(ICR) / Color / B/W

BLC/HLC/WDR

Auto/Natural/Street Lamp/Outdoor/Manual
Auto/Manual

3D DNR

Off /On (4 Zone, Rectangle)

Off/ On (4 Zone)

N/A

Support

N/A

16x
0°/90°/180°%/270°
Off/0On

Off /On (4 Area, Rectangle)

G.711a/ G.711Mu/ AAC/ G.726

RJ-45 (10/100Base-T)

HTTP; HTTPs; TCP; ARP; RTSP; RTP; UDP; SMTP;
FTP; DHCP; DNS; DDNS; PPPOE; IPv4/v6; QoS;
UPnP;NTP; Bonjour; 802.1x; Multicast; ICMP;
IGMP; SNMP

ONVIF, PSIA, CGI

Unicast / Multicast

10 Users /20 Users

NAS

Local PC for instant recording

Mirco SD card 128GB

IE, Chrome, Firefox, Safari

Smart PSS, DSS, Easy4ip

10S, Android

CE (EN 60950:2000)
UL:UL60950-1
FCC: FCC Part 15 Subpart B

N/A
1/1 channel In/Out

N/A

2 channel In: 5mA 5VDC
1 channel Out: 300mA 12VDC

DC12V, PoE (802.3af)(Class 0)

<12.95W
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Environmental Accessories
i iti -30°C ~ +60° C (-22° F ~ +140° F) / Less than 95% RH ;
Operating Conditions 30°C~+60°C ( +140°F) / Less than 95% Optlonal:
Strorage Conditions -30°C~+60° C (-22° F ~ +140° F) / Less than 95% RH
Ingress Protection 1P67
Vandal Resistance IK10 -'
Construction - - p
Casing Metal PFA121 LR1002
Junction box ePoE Over Coax Converter
Dimensions 273.2mmx95.0mmx95.0mm (10.76"%3.74"%3.74")
Net Weight 111Kg (2.44Ib) Junction Mount Pole Mount
Gross Weight 1.51Kg (3.331b) PFA121 PFB121 + PFA152

Ordering Information

Type Part Number Description

DH-IPC-
HFW5831EP-ZE

DH-IPC-
HFW5831EN-ZE NTSC

8MP camera

IPC-HFW5831EP-
ZE

IPC-HFW5831EN-
ZE NTSC

PFA121

Junction box

Accessories

- PFA152-E Pole Mount
(optional)
LR1002 ePoE Over Coax Converter
Rev 001.001 2017 Dahua. All rights reserved. Design and specifications are subject to change without notice.

8MP IR Bullet Network Camera, WDR, PAL

8MP IR Bullet Network Camera, WDR,

8MP IR Bullet Network Camera, WDR, PAL

8MP IR Bullet Network Camera, WDR,

Dimensions (mm/inch)

273.2[10.76"]

174.7 [6.88"] |

1000 [3.94"] \

95.0 [3.74"]

88.9 [3.5"]

79.7 [3.14"]

a/hua

TECHNOLOGY

www.dahuasecurity.com



DH-PFL2106-4ET-96 aJhua
DH-PFL2106-4ET-96

TECHNOLOGY

4-Port ePoE Switch

Features
- Supports long distance PoE transmission up to 800m with
ePoE technology of Dahua
- Two-layer industrial PoE switch
+ MAC auto study and aging, MAC address list capacity is 8K
- Conform IEEE802.3, IEEE802.3u, IEEE802.3ab/z and
IEEE802.3X standards
- Supports IEEE802.3af, IEEE802.3at, Hi-PoE standard
- Industrial wide temperature design

Product Overview Transmission Performance:
DH-PFL2106-4ET-96 is a 4-Port ePoE switch, which is able to realize POE  Cable (m) Ba(’l:,‘l’:")';’)‘h PoE L“(“’Nc)a”“'ty c“;p';‘:ft;‘:;‘,’) Working Mode
transmission over 800 meters Ethernet cable' at th‘e speed of 10Mbps, 100 100 25.5 53 |EEE/E100
ErgOO meters atl the shpeeld of IO:l\/rI]bkEJs. Be5|d|es, it srngrts PoE and 550 - = 5 -
oC power su technolo ich has greatly simplified construction
p. ) PRYY gy, wh & y simpil ) . 300 100 19 19 E100
and wiring. Dahua ePoE technology offer a new way to accomplish long
distance transmission between IP camera and network switch. It allows 400 10 17 1 E10
more flexible surveillance system design, improves reliability and saves =00 10 B £ E10
800 10 7 7 E10

construction and wiring cost.
ePoE switch supply voltage 48V
CATSE/CAT6, max. DC resistance < 10Q/100m

Bandwidth PoE Load Capacity  Hi-PoE Load

Cable (m) Working Mode

. ipe e (Mbps) (w) Capacity (W)
Technical Specification
100 100 25.5 53 IEEE/E100
Model DH-PFL2106-4ET-96 200 100 255 a7 E100
1*100/1000 Base-X 300 100 255 32 E100
Ethernet Port 1*10/100/1000 Base-T 400 10 23 26 E10
4*10/100 Base-T(PoE power supply)
500 10 20 20 E10
PoE Power Consumption Port1,2,3<30W, Port4<60W, Total<96W. 800 10 13 13 E10
ePoE switch supply voltage 53V
PoE Protocol IEEE802.3af, IEEE802.3at, Hi-PoE CAT5E/CAT6, max. DC resistance < 10Q/100m
Switching Capacity 6.8Gbps
Packet Forwarding Rate 3.57Mpps Accessories
Packet Buffer Memory 1Mb SFP Module Description
MAC Table Size 8K PFT3900 155M 850nm,2km,LC, Multi-mode
PFT3950 1.25G 850nm,500m,LC, Multi-mode
Flow Control Enable by default
PFT3910 155M 1310/1550nm,20km,LC, Single-mode
Application Humidit 10%~90%
PASEIEN ALY IR PFT3920 155M 1550/1310nm,20km,LC, Single-mode
Power DC48~57V power adapter PFT3960 1.25G 1310/1550nm,20km,LC, Single-mode
Common Mode 4KV PFT3970 1.25G 1550/1310nm,20km,LC, Single-mode

Lhidating (PreteEden Differential Mode 2KV

. EoC (Ethernet over Coax) Description
Working Temperature -30°C~65°C
) 1*10/100 Mbps Base-TX + 1*BNC
Wegiit 4808 LR1002 RGS59 coaxial cable:
Dimension(WxDxH) 150mmx100mmx30mm 400m/100Mbps, 1000m/10Mbps

www.dahuasecurity.com
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AXIS Q.8685-E PTZ Network Camera

For unobstructed view and details

AXIS Q8685-E is a highly responsive and reliable positioning camera, designed for continuous and jerk-free pan/tilt
movements (360° endless and 135° from ground to sky). When column-mounted, it enables a 360° unobstructed field of
view. AXIS Q8685-E provides HDTV 1080p video quality, 30x zoom, WDR - forensic capture, focus recall and Zipstream. It
features both RJ45 and SFP interfaces, enabling a long-distance fiber connection with a failover network link. Capable
of operating in extreme temperatures, withstanding hurricane-strength winds and including an integrated long-life
wiper removing raindrops, dirt and grime, AXIS Q8685-E is ideal for a wide range of adverse environmental conditions.

> Responsive positioning with 360° endless pan and 135° tilt from ground to sky
> Forensic details and focus recall
> Long-distance network connection

> Weather protection with remote maintenance (rain and dirt)

> Easy to install

onvie | 00 HDTV

NETWORK VIDEO



Models

Camera
Image sensor

AXIS @8685-E PTZ Network Camera

AXIS Q8685-E 24 V AC/DC

1/2.8" progressive scan CMOS

Lens

Varifocal, 4.3-129 mm, F1.6-4.7
Horizontal field of view: 65.6°-2.0°
Vertical field of view: 39.0°-1.2°
Autofocus, auto-iris

send SNMP trap, illumination, WDR mode, wiper sequence,
washer sequence

PTZ control: preset position, guard tour, autotracking

File upload: FTP, HTTP, HTTPS, SFTP, network share, email
Notification: HTTP, HTTPS,TCP, email

Data streaming

Event data

Day and night

Automatically removable infrared-cut filter in night mode

Built-in
installation aids

Pixel counter

Mini Color: 0.2 lux at 30 IRE F1.6 General

inimum olor: 0.2 lux a . : :

. I X Casing IP66-, and NEMA 4X-rated powder coated aluminum

illumination g/\{vo(g);slulx at 3gOIF:EEF1F.166 Color: white NCS S 1002-B
B;JV\(I)'r-O 0'2 | ux 5'(50 IRE F1 6 Front window: tempered glass with anti-reflective coating

$0.02 luxa . Long-life silicone wiper

Shutter time 1/66500 to 2 s Sunshield: high-impact UV-stabilized thermoplastic

Pan/Tilt/Zoom Pan: 360° endless, 0.05°/s to 120°/s Sustainability PVC free
Tilt: -90° to +457, 0.05°/s to 60°/s Memory 512 MB RAM, 256 MB Flash
Jerk-free movements at low speed: +0.01°/s (at 0.05°/s)
Zoom: 30x optical zoom, 12x digital zoom, total 360x zoom Power 24V Ac/DC
Preset accuracy: 0.05° Typical: 16 W
256 preset positions, guard tour, control queue, on-screen Max: 204 W §
directional indicator, focus window, speed zoom, focus recall, Power loss recovery .
de-icing control?, dynamic load balancing TVS 2 kV surge protection

Vid 1/0 connector

f =2 Output voltage: 12V DC
Video ) H.26_4 (MPEG-4 Part 10/AVC), Baseline, Main and High Profiles Max load: 50 mA
compression
P - Motion JPEG Connectors SFP slot (SFP module not included)®

Resolution 1920x1080 (HDTV 1080p) to 320x180 RJ45 10BASE-T/100BASE-TX/1000BASE-T network connector®

Frame rate Up to 25/30 fps (50/60 Hz) in 1080 Power connector
UE to 50;60 fsS 550560 Hg ;n 720pp 1/0 connector: 6-pin terminal block with 4 configurable

inputs/outputs

Video streaming Multiple, individually configurable streams in H.264 and P P
Motion JPEG Storage Support for SD/SDHC/SDXC card
Axis Zipstream technology in H.264 Support for SD card encryption
Controllable frame rate and bandwidth Support for recording to network-attached storage (NAS)
VBR/MBR H.264 For SD card and NAS recommendations see www.axis.com

Image settings  Compression, color, brightness, sharpness, contrast, local Operating Normal: -50 °C to 55 °C (‘580 “Fto131 °P)
contrast, white balance, exposure control, exposure zones, conditions Maximum (intermittent): 65 °C (149 °F) . .
WDR - forensic capture (up to 120 dB), automatic backlight Arctic Temperature Control: start-up at -40 °C (-40 °F)
compensation, fine tuning of low-light behavior, manual shutter Humidity 10-100% RH (condensing)
time, text and image overlay, 20 individual 3D privacy masks, Wind load when PTZ operational ¢
image freeze on PTZ, electronic image stabilization 47 m/s (106 mph), without sunshield > 60 m/s (135 mph)

Network Maximum effective projected area (EPA): 0.119 m2

etwor

Security Password protection, IP address filtering, HTTPSC encryption, i;z:;!t]if)ns -40 °Cto 70 °C (-40 °F to 158 °F)
network failover mode€, IEEE 802.1XC network access control,
digest authentication, user access log, centralized certificate Approvals EMC
management EN 55032 Class A, EN 55024, EN 61000-6-1, EN 61000-6-2,

Supported IPva/v6, HTTP, HTTPSS, SSL/TLSE, QoS Layer 3 DiffSery, FTP, SFP, FCC Part 15 Subpart B Class A, VCCI Class A ITE, ICES-003 Class A,

protocols CIFS/SMB, SMTP, Bonjour, UPnPT™, SNMP v1/v2c/v3 (MIB-II), Eg’\gt\/;\S/ NZS CISPR 32 Class A, EN 50121-4, IEC 62236-4
DN eIl Fy Rror TP, TCP: LIDP, [GMP, RTCP, ICMP, IEC/EN/UL 62368-1, IEC/EN/UL 60950-22

' ! ' ' Environment

System integration IEC/EN 60529 1P66, IEC 62262 IK109, NEMA 250 Type 4x,

Application Open API for software integration, including VAPIX® 10 4892-2, IEC 60068-2-6, IEC 60068-2-27

Programming and AXIS Camera Application Platform, specifications at Dimensions 229 x 411 x 580 mm (9 x 16 x 23 in)

Interface www.axis.com ] o Maximum height with 45° tilt upwards: 680 mm (27 in)
ONVIF® P_roﬂle S and ONVIF® Profile G, specification at Maximum width/depth with 360° pan clearance: 633 mm (25 in)
www.onvif.org Weight 14 kg (31 1b)

Analytics Included included | lation Guid
AXIS Video Motion Detection, Shock Detection, Advanced ncluded nstallation Guide .

Gatekeeper accessories Windows decoder 1-user license
Supported Power connector, 1/0 connector
AXIS Perimeter Defender, AXIS Cross Line Detection Torx® bits T20 and T30

Support for AXIS Camera Application Platform enabling Optional AXIS T94J01A Wall Mount
installation of third-party applications, see www.axis.com/acap accessories AXIS T94NO1G Pole Mount

Event triggers  Detectors: live stream accessed, video motion detection, shock AXIS T95A64 Corner Bracket

detection, day/night mode

Hardware: network, temperature

Input signal: digital input, manual trigger, virtual inputs
PTZ: autotracking, moving, preset reached, ready
Storage: disruption, recording

System: system ready

Time: recurrence, use schedule

Event actions

Day/night mode, overlay text, video recording to edge storage,
pre- and post-alarm video buffering, external output activation,

AXIS Washer Kit B

AXIS Cable 24 V DC/24-240 V AC 22 m"
AXIS T8611 SFP Module LC.LX

AXIS 78612 SFP Module LC.SX

AXIS 78613 SFP Module 1000BASE-T
AXIS T99 Illuminator Bracket Kit A

For more accessories, see www.axis.com




Video AXIS Companion, AXIS Camera Station, video management

management software from Axis' Application Development Partners available
software on www.axis.com/techsup/software
Languages English, German, French, Spanish, Italian, Russian, Simplified

Chinese, Japanese, Korean, Portuguese, Traditional Chinese

Warranty Axis 3-year warranty and AXIS Extended Warranty option, see
www.axis.com/warranty

a. Internal heaters to defrost ice build-up, activated by HTTP API (VAPIX). .

b. Pan and tilt motors actively compensate for changes in load conditions induced
b){ /extern}a& forces such as high winds. This allows minimum power consumption
at low wind.

c. This product includes software developed by the OpenSSL Project for use in the
OpenSSL Toolkit. (www.openssl.org), and cryptographic software written by Eric

'oung (eay@cryptsoft.com).

d. Memory of all IP data and home position retained, and guard tour and other events

resumed.

e. Ifthe network link is established via both the SFP and RJ45 connectors, the former

acts as the primary link and the latter as the failover link. .

f. The values shown are based on results from actual wind tunnel testing. The
maximum wind load when the unit is stationary is not known due to wind speed
limit of 60 m/s (135 mph) at the test lab. For drag force calculations, use maximum
effective projected area (EPA).

. Excluding front window.

. When usi?g the 22 m (72 ft) AXIS Cable 24V DC/24-240 V AC, a power s_upﬁ/y
capable of delivering 400 Wis required to compensate for the power loss in the cable.

f=xl=}

Environmental responsibility:

www.axis.com/environmental-responsibility

©2017 Axis Communications AB. AXIS COMMUNICATIONS, AXIS, and VAPIX are registered trademarks or trademark ®
applications of Axis AB in various jurisdictions. All other company names and products are trademarks or registered
trademarks of their respective companies. We reserve the right to introduce modifications without notice. A
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Stalowy stup osiedlowy
0 przekroju osmiokatnym

bez wysiegnika , z pojedynczym
lub z podwdjnym wysiegnikiem

(B

ARIEL

Typ PORTLAND

Przyklad zamdéwienia:
PORTLAND 5/1,0/2

tzn. stup typu PORTLAND
wysokosci 5m z podwajnym
wysieghikiem o wysiegu 1 m

kazZchy.

] Waga] Typ [Waga
Indeks |H | C | C1 | C2 | WS |gyypal fund | fund.
m mm mim mm m kg kg
02—21-011 5 (160 [48/50|48/60| 15 52 |MS-111) 220
02.21-012| & 160 |48/60|48/60| 1.5 55 |[MS-1/1 220
1 D2-21-011| 5 (160 |48/60 |48/60| 1,5 32 | MS-1| 185
102-21-012| 6 |180 |4860 |48/60 (155 37 |MS-1| 165
i 02-21-011) & (160 (d5/60 |45/60| 1,5 ST |[MS-1/1| 220
| 02-21.012 & [160 (48/60 [48/50| 1.5 50 [MS-11 220
H Waaga |Strefa| Strefa| Strefa |Strefa |Strefa
oprawy| | Il Ila 1k 3]
m {05} [iis m* m* m il
5 20 (145|102 080|061 £

Na zaméwienie:

zen

wqg oblic
indywidualny

* klient moze okresli¢ kat nachylenia wysiegnika standard 15°
*wylkonujemy wysiegnilkd 2 m.
* istnieje mozliwo&¢ malowania w kolorach RAL

UWAGA prefabrylkowane bloki fundamentowe powinny byé kazdorazowo

dobierane z uwzglednieniem

bocznej opraw Iub naswietlaczy,
Fodawane w tabeli zestawienia stupow i blokow fundamentowych sg
jedynie przyktadem mozliwosci zastosowania

Tabela z podstawowymi parametrami
blokéw fundamentowych

rodzaju gruntu i planowane] powierzchni

Zalecane tabliczki oraz
zlacza oswietleniowe

Typ | M | BA h Oatl | Oaz [waga| _Producent Ty Sred. Odziom.
- Fosa TB-1:. TB-2 Ce108
awint mm M Im mim m_m | 37] L
Polam Makio] £S5 6652-000 Cez108
MsS-0 |M1s| 184 | soo | 230 | =00 | 2o SUHEN TBZ-1 1BZ.2 c>108
MS-1 |M20| 200 | 900 | 280 | 350 | 165 | SINTUR  |ZS B 20 1+2] Cx108
MS-1/1mM24| 280 |1000| 340 | 450 | 220 JEC!rEthaE'DEt E?{I‘Bﬂpgf'h Eg]gg
MS-2 |mz4| 250 | 1200| 340 | 4s0 | 2ac | JOrdan Eki 2072 C=108
Jardan EkM 2035 Cz133
MS-3 |M24| 250 | 1500 340 | 450 | 400




NanoStation W/
NanoStation'locoM

Indoor/Outdoor airMAX® CPE
Models: NSM2, NSM3, NSM365, NSM5, locoM2, locoM5, locoM9

Cost-Effective, High-Performance
Compact and Versatile Design

Powerful Integrated Antenna

DATASHEET

J

UBIQUITI
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Overview

Leading-Edge Industrial
Design

Ubiquiti Networks sets the bar for
the world's first low-cost and efficient
broadband Customer Premises
Equipment (CPE) with the original
NanoStation®. The NanoStationM
and NanoStationlocoM take the same
concept to the future with sleek and
elegant form factors, along with
integrated airMAX® (MIMO TDMA
protocol) technology.

The low cost, high performance, and
small form factor of NanoStationM
and NanoStationlocoM make them
extremely versatile and economical
to deploy.

Utilize airMAX Technology

Unlike standard Wi-Fi protocol,
Ubiquiti’s Time Division Multiple
Access (TDMA) airMAX protocol
allows each client to send and receive
data using pre-designated time

slots scheduled by an intelligent AP
controller.

This “time slot” method eliminates
hidden node collisions and
maximizes airtime efficiency. It
provides many magnitudes of
performance improvements in
latency, throughput, and scalability
compared to all other outdoor
systems in its class.

Intelligent QoS Priority is given to
voice/video for seamless streaming.

Scalability High capacity and
scalability.

Long Distance Capable of
high-speed, carrier-class links.

Latency Multiple features
dramatically reduce noise.

" Only NanoStationM models

PtMP Client Links |

‘g/gg I

NanoStationM used as powerful clients in an airMAX PtMP (Point-to-Multi-Point)
network setup.

~

PtP Link

Wireless Client

—~J ’

NanoStationM as a powerful Use two NanoStationM to create a PtP link.
wireless client.

Dual Ethernet Intelligent PoE?

Connectivity’ The remote hardware reset circuitry
of the NanoStationM allows the
device to be remotely reset from the
power supply location.

The NanoStationM provides a
secondary Ethernet port with
software-enabled PoE output for
seamless IP video integration.

U

/ Remote Reset
= N -

The NanoStationM may also be
powered by the Ubiquiti Networks®
EdgeSwitch™. In addition, any
NanoStationM can easily become
48V, 802.3af compliant through

\) use of the Ubiquiti® Instant 802.3af
\

Adapter (sold separately).

2 Remote reset is an option that is sold separately as the POE-24. The NanoStationM includes a 24V PoE adapter without remote reset.



Software

air0S

airOS@ is an intuitive, versatile,

highly developed Ubiquiti firmware
technology. It is exceptionally
intuitive and was designed to require
no training to operate. Behind

the user interface is a powerful
firmware architecture, which

enables high-performance, outdoor
multi-point networking.

 Protocol Support

+ Ubiquiti Channelization

+ Spectral Width Adjustment
* ACK Auto-Timing

+ AAP Technology

+ Multi-Language Support

ai\liew

Integrated on all Ubiquiti M
products, airView® provides
advanced spectrum analyzer
functionality: waterfall, waveform,
and real-time spectral views allow
operators to identify noise signatures
and plan their networks to minimize
noise interference.

Waterfall Aggregate energy over
time for each frequency.

- Waveform Aggregate energy
collected.

 Real-time Energy is shown in real
time as a function of frequency.

- Recording Automize AirView to
record and report results.

arrControl

airControl® is a powerful and
intuitive, web-based server network
management application, which
allows operators to centrally manage
entire networks of Ubiquiti devices.
* Network Map

* Monitor Device Status

+ Mass Firmware Upgrade

* Web Ul Access

+ Manage Groups of Devices

+ Task Scheduling

roclet s

A

Status

WIRELESS | NETWORK | ADVANCED | SERVICES SYSTEM

0S

Device Name:
Network Mode:
Wireless Mode:

SSID:
Security:
Version:
Uptime:
Date:

ChannelFrequency:
Channel Width:
ACK/Distance:
TX/RX Chains:

WLANO MAC
LANO MAC
LAN1 MAC

LANO / LAN1

Monitor

Rocket M5 GPS APMAC: 00:27:22:04:35:C3
Bridge Connections: 0

Access Point Noise Floor: -86 dBm

ubnt Transmit CCQ: -

none .

V5.5-beta6.10763 G B

| )
00:25:34 aitMAX Quality 0%

2011-11-16 10:26:28
158/ 5790 MHz airSelect: D
40 MHz (Upper)

27/0.4 miles (0.6 km)
22

00:27:22:04:35:C3
00:27:22:05:35:C3
02:27:22:05:35:C3
100Mbps-Full/ Unplugged

GPS Signal Quaity: |
Latitude / Longitude: 3
Atitude:

aiMAXCapacty: [ 0%

isabled

70%

Throughput | Stations | ARP Table | Bridge Table | Routes | GPS
WLANO

Detalls | Log
LANO

B RX: Obps
B TX: Obps

o |7 /R: 425Kbps
B TX: 857kbps
i

i/ 1§

N o o

L i /

e 00

AirView Spectrum Analyzer

File View Help

[

econds)

~time View

Device: Rocket M5 (0027220435C3) on ubnt://192.168.1.20:18888 = Total RF Frames: 125

FPS: 10.2

Reset All Data

# of hits: I —
0 s 10 152

UBNT
192 165010

UBNT
192 168131

UBNT

152 168120

UBNT
152168120

UBNT

192 182 1150

UBNT
192 165190

abGridm- A= enabied

Manas

200m
— ssemm
548

100%

150.0M2p8.7150.8 e

Aritoxuaty  — 25%
Arttax Capacty [— so%

240,
Sinai Strenge 418
NoseFoor  -9548m
Transmecco  S0%
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Specifications

Dimensions

Weight

Power Supply (PoE)
Max. Power Consumption
Power Method
Operating Frequency
Gain

Networking Interface
Processor Specs
Memory

Frequency

Cross-pol Isolation
Max. VSWR
Beamwidth
Polarization
Enclosure

Mounting

RF Connector
Operating Temperature
Operating Humidity
Wireless Approvals
RoHS Compliance
Shock & Vibration

900 MHz TX Power Specifications

Modulation MCS Index
MCSo
MCS1
MCS2
MCS3
MCS4
MCS5
MCS6
MCS7
MCS8

airMAX

MCS9
MCS10
MCS11
MCS12
MCS13
MCS14
MCS15

Avg. TX
28 dBm
28 dBm
28 dBm
28 dBm
28 dBm
24 dBm
22 dBm
21 dBm
28 dBm
28 dBm
28 dBm
28 dBm
28 dBm
24 dBm
22 dBm
21 dBm

Tolerance
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB

164 x 72 x 199 mm (6.46 x 2.83 x 7.83")
900 g (1.98 Ibs)

24V, 0.5A

6.5W

Passive PoE (Pairs 4, 5+; 7, 8 Return)
902-928 MHz

8 dBi

(1) 10/100 Ethernet Port

Atheros MIPS 24Kc, 400 MHz

64 MB SDRAM, 8 MB Flash

900 MHz

28 dB Minimum

1.3:1

60° (H-pol) / 60° (V-pol) / 60° (Elevation)
Dual Linear

Outdoor UV Stabilized Plastic
Pole-Mount (Kit Included)

External RP-SMA

-30to 75°C(-22to 167°F)

5 to 95% Noncondensing

FCC Part 15.247,IC RS210

Yes

ETSI300-019-1.4

900 MHz RX Power Specifications

Modulation MCS Index Sensitivity Tolerance
MCSO0 -96 dBm +2dB
MCS1 -95 dBm +2dB
MCS2 -92 dBm +2dB
MCS3 -90 dBm +2dB
MCS4 -86 dBm +2dB
MCS5 -83 dBm +2dB
MCS6 -77 dBm +2dB
é MCS7 -74 dBm +2dB
.‘E_- MCS8 -95 dBm +2dB
° MCS9 -93 dBm +2dB
MCS10 -90 dBm +2dB
MCS11 -87 dBm +2dB
MCS12 -84 dBm +2dB
MCS13 -79 dBm +2dB
MCS14 -78 dBm +2dB

MCS15 -75dBm +2dB



Vertical Azimuth Vertical Elevation

a0 a0

DATASHEET

locoM

—90 -90
Horizontal Azimuth Horizontal Elevation
a0 90

c
=
S -

(4~
e
(Jp)

o

c

©
=

c
=
)

(4~
el
(Jp]

o

c

(4~
=

Return Loss

511 (dB)

% 1 I i
0.3 0.305 0.31 0.915 0.5 0.525 0.3
Frequency (GHz)
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Specifications

Dimensions

Weight

Power Supply (PoE)
Max. Power Consumption
Power Method
Operating Frequency
Gain

Networking Interface
Processor Specs
Memory

Frequency

Cross-pol Isolation
Max. VSWR
Beamwidth
Polarization
Enclosure

Mounting

Operating Temperature
Operating Humidity
Wireless Approvals
RoHS Compliance
Shock & Vibration

2.4 GHz TX Power Specifications

Modulation Data Rate/MCS
1-24 Mbps

36 Mbps

11b/g

48 Mbps
54 Mbps
MCSO
MCS1
MCS2
MCS3
MCS4
MCS5
MCS6
MCS7
MCS8

airMAX

MCS9
MCS10
MCS11
MCS12
MCS13
MCS14
MCS15

Avg. TX
23 dBm
21 dBm
19 dBm
18 dBm
23 dBm
23 dBm
23 dBm
23 dBm
22 dBm
20 dBm
18 dBm
17 dBm
23 dBm
23 dBm
23 dBm
23 dBm
22 dBm
20 dBm
18 dBm
17 dBm

Tolerance
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB
+2dB

Modulation

11b/g

airMAX

161 x31x80 mm (6.31 x 1.22 x 3.15")
180 g (6.35 02)

24V, 0.5A

5.5W

Passive PoE (Pairs 4, 5+; 7, 8 Return)
2412-2462 MHz

8.5 dBi

(1) 10/100 Ethernet Port

Atheros MIPS 24Kc, 400 MHz

32 MB SDRAM, 8 MB Flash

2.4 GHz

20 dB Minimum

1.4:1

60° (H-pol) / 60° (V-pol) / 60° (Elevation)
Dual Linear

Outdoor UV Stabilized Plastic
Pole-Mount (Kit Included)

-30to 75°C(-22to 167°F)

5 to 95% Noncondensing

FCC Part 15.247,1CRS210, CE

Yes

ETSI300-019-1.4

2.4 GHz RX Power Specifications

Data Rate/MCS Sensitivity Tolerance
1-24 Mbps -83 dBm +2dB
36 Mbps -80 dBm +2dB
48 Mbps -77 dBm +2dB
54 Mbps -75 dBm +2dB
MCSO -96 dBm +2dB
MCS1 -95 dBm +2dB
MCS2 -92 dBm +2dB
MCS3 -90 dBm +2dB
MCS4 -86 dBm +2dB
MCS5 -83 dBm +2dB
MCS6 -77 dBm +2dB
MCS7 -74 dBm +2dB
MCS8 -95 dBm +2dB
MCS9 -93 dBm +2dB
MCS10 -90 dBm +2dB
MCS11 -87 dBm +2dB
MCS12 -84 dBm +2dB
MCS13 -79 dBm +2dB
MCS14 -78 dBm +2dB

MCS15 -75dBm +2dB



EWIMAR

Zabezpieczenie LAN serii ECO na szyne DIN,
PTF-1-ECO-DIN

kod produktu: PTF-1-ECO/PoE/DIN
kategoria: Ewimar > Zabezpieczenia do systeméw IP > Zabezpieczenia 1-kanatowe

Producent: EWIMAR
Cena brutto: 153,75 zt
Cena netto: 125,00 zt

PTF-1-ECO/PoE/DIN to ekonomiczne zabezpieczenie dla systeméw kamer przemystowych IP, montowane na szynie DIN.
Chroni przed skutkami przepie¢ oraz wytadowan atmosferycznych, a takze aktami wandalizmu (dziatanie paralizatoréw).
Moze by¢ uzywane do zabezpieczania sieci LAN wewnatrz budynkéw, chronigc urzadzenia koncowe oraz switche.
Urzadzenie indywidualnie chroni kazda pare transmisyjng, gdzie nastepuje eliminacja przepie¢ powyzej 6V wewnatrz
nich. Dodatkowo linie transmisyjne chronione sg przed pojawianiem sie potencjatéw wzgledemm ziemi, powyzej 150VDC.
Przewody 4,5 i 7,8 sa potagczone ze sobg, celem zwiekszenia pradu przeptywajacego dla standardu PoE (Power over
Ethernet). Dzieki zastosowaniu nowoczesnych komponentéw, zabezpieczenie PTF-1-ECO/PoE/DIN posiada bardzo niska
pojemnos$¢ oraz duza szybkosé reakcji na przepiecia, a takze znikomy wptyw na przekazywane sygnaty wysokiej
czestotliwosci.

Zabezpieczenie posiada rozbudowanag ochrone PoE, chronigcg obydwie grupy par zasilania przed wzrostem napiecia
powyzej 58V i uszkodzeniem zasilaczy urzadzen konhcowych, takich jak switche lub kamery IP.

Konstrukcja zostata bardzo starannie wykonana pod wzgledem utozenia obwoddéw drukowanych, aby unikng¢ pojawiania
sie przestuchéw pomiedzy kanatami oraz wprowadzania opéznien pomiedzy poszczegdlnymi zytami.
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Aby urzadzenie dziatato prawidiowo i nie ulegto uszkodzeniu, konieczne jest podtaczenie go do dobrej
jakosci uziemienia lub w przypadku jego braku, do przewodu ochronnego PE.

Przyktady zastosowania

IP Camera 1
PTF-1-ECO/PoE/DIN

V) E
. b
!:i—
- Ir_
* PTF-16R-ECO/PoE (InPoE) B i
& PTU-16R-ECO/PoE (InPoE) _
L] : o
IP Camera 16 ¢ i
PTF-1-ECO/PoE/DIN mm
(P T
b b !}' e
IP Camera
—_— SRE— Switch
Device Cable Cable Device
side side side side
Specyfikacja techniczna
NAZWA PARAMETRU WARTOSC
Linia danych
llos¢ kanatéw 1
Zgodnosdé z okablowaniem 100Base-T (100Mbit), skretka kategorii 5, 5e, i 6
Ztacze wejsciowe (przewad) RJ-45, ekranowane
Ztacze wyjsciowe (urzadzenie) RJ-45, ekranowane
Napiecie znamionowe DC (linia-ziemia) UN 175V DC
Napiecie maksymalne pracy trwatej 225V DC

(linia-ziemia) UC
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Poziom ochrony 1kV/us (linia-ziemia) UP

455V

Prad wytadowczy C1 (8/20uS, linia-ziemia ) 100A @ 20V

limp

Napiecie znamionowe DC (linia-linia) UN
Napiecie maksymalne pracy trwatej
(linia-linia) UC

Poziom ochrony 1kV/us (linia-linia) UP C3
Prad wytadowczy C1 (8/20uS, linia-linia )
limp

Chronione Linie

Pojemnos¢ (linia-linia) @1MHz
Pojemnos¢ (linia-ziemia) @1MHz
Element odsprzegajacy

Rezystancja szeregowa

Prad znamionowy IN

Linia PoE

Napiecie znamionowe DC (linia-linia) UN
Napiecie maksymalne pracy trwatej
(linia-linia) UC

Poziom ochrony (10/1000pS, linia-linia )
UP C3

Prad wytadowczy (10/1000puS, linia-linia)
limp C3

Standard pracy PoE

Cechy wspédlne

Wymiary

Zajetosc¢ na szynie DIN

Zastosowanie

Sposoéb montazu

Szczelnos¢ obudowy
Temperatura pracy

6V DC
6,8V DC

20V
100A

1-2, 3-6, (4+5)-(7+8)
6pF

2-3pF

Rezystor udarowy
2,2Q / linie

300mA / linie

58V DC
64V DC

93V
6,4A
zgodny z IEEE 802.3af typu B

35 x 86 x 32 (mm)

2 moduty

Wewnatrz / Zewnatrz tylko w dodatkowej
obudowie IP66

Szyna DIN / przykrecana do Sciany - opcjonalne
uchwyty

IP54

-30°C~60°C

Zakaz kopiowania i powielania tresci! Powyzsza tres¢ zarezerwowana jest wytacznie na uzytek firmy Ewimar. Jezeli chcesz umiesci¢

produkt na swojej stronie, skontaktuj sie z naszym Dziatem Handlowym w celu uzyskania tresci ogélno-dostepnej.

Zabezpiecza linie sygnatowe i zasilanie PoE
Skuteczno$¢ 100A

Podwéjna ochrona PoE

Montaz na szynie DIN

Wysokiej jakosci obudowa

NOWOSC!
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;::- ULTIMODE

INSTRUKCJA OBSLUGI
Moduty swiattowodowe SFP ULTIMODE

L1401 L1405 L1411 L1415 L1416 L1417 L1418 L1419

Dziekujemy za zakup wysokiej jakosci adapterow SFP ULTIMODE. Przed przystgpieniem do
instalacji nalezy zapoznac sie z instrukcjg obstugi w celu poprawnego uzytkowania urzgdzen.

1. INFORMACJE OGOLNE
Optyczne moduty serii ULTIMODE zgodne ze standardem SFP (ang. Small Form-factor
Pluggable) to moduty konwertujgce sygnat elektryczny na sygnat Swiattowodowy.

3. INSTALACJA

1. Prosze zapoznac sie szczegdtowo z instrukcjg urzadzenia przed instalacja.
2. Umiesc¢ konwertery w odpowiednich slotach.

3. Podtacz swiattowody do ztgcz.

4. Wiacz zasilanie.

4. WARUNKI BEZPIECZENSTWA

* Nie wolno scigga¢ obudowy z urzgdzenia,

* Nie wolno dotyka¢ urzgdzenia mokrymi cze$ciami ciata,

* Nie wolno zastania¢ wlotow powietrza,

* Nie wolno wigczac urzagdzenia jezeli jakikolwiek obiekt dostat sie do srodka, jak woda,
przedmioty metalowe itp.,

* Nie stosowac uszkodzonych lub zuzytych kabli zasilania.

* Prace instalacyjne powinny by¢ wykonywane przez odpowiednio przeszkolony personel
» Zabezpieczy¢ urzgdzenie przed dostepem osdb niepowotanych

+ Jezeli urzgdzenie zostanie przeniesione z miejsca chtodnego do cieptego, w urzgdzeniu moze
skropli¢ sie para wodna uniemozliwiajgca poprawne dziatanie media konwertera. Przed



przystgpieniem do dalszej pracy nalezy odczeka¢ az wilgo¢ odparuje.

* Nie nalezy dotyka¢ stykow gniazd na obudowie urzgdzenia. Wytadowania elektrostatyczne
mogg uszkodzi¢ urzgdzenia.

UWAGA! Podczas pracy nie wolno patrze¢ bezposrednio w port optyczny.

5. PARAMETRY TECHNICZNE POSZCZEGOLNYCH URZADZEN SERII ULTIMODE:

SFP- SFP- SFP- SFP-
Nazwa | SFP-011M| SFP-023G | SFP-203M | SFP-203G o't o0 | 20536 SC | 20356 LC | 205136 LC
KOD L1401 L1405 L1411 L1415 L1416 L1417 L1418 L1419
Typ
Swiattowod wielomodowy jednomodowy
u
Odlegtosc 550m 2km 20km
transmisji
PredkosC | 4oovbis | 1,.25Gbis | 155Mbls 1,25Gb/s
transmisji
Dlugoscfali | g5y/850 1310/1310 1310/1550 | 1550/1310 | 1310/1550 | 1550/1310
Tx/Rx [nm]
Typ ztaczy 2xLC 2xLC 2xLC 2xLC 1xSC 1xSC 1xLC 1xLC
MocTx |-8..-3dBm| -8 ...-3 dBm '1(‘:’5’&]‘3 8..-3dBm | -8..-3dBm |-8..-3dBm|-8..-3dBm |-8..-3dBm
Czulo$¢ Rx | <19 dBm | <-19 dBm | <-32 dBm | <-24 dBm | <-24 dBm | <-24 dBm | <-24 dBm | <-24 dBm

6. INFORMACJE DODATKOWE

PRODUCENT:

DIPOL Gotaszewski Gwizdala Wasniowski Spétka Jawna
POLAND, 31-587 Krakoéw, ul Cieptownicza 40

www.dipol.com.pl

REKLAMACJE: www.dipol.com.pl/reklamacje

& RoHS C € FC

Firma DIPOL zastrzega sobie prawo do wprowadzania zmian w instrukcji i opisywanych urzgdzeniach bez uprzedniego powiadomienia. Przy
opracowaniu podrecznika dofozono wszelkich staran, aby byt bez btedéw i aby byly w nim podane wszystkie potrzebne informacje. Pomimo to
firma DIPOL nie daje zadnych gwarancji, obejmujgcych bez ograniczen jakiekolwiek gwarancje zastosowania do okreslonych celéw, ktére by
mogfty wynika¢ z niniejszej instrukcji. Firma DIPOL nie ponosi zadnej odpowiedzialnosci za btedy zawarte w podreczniku, lub za przypadkowe,
specjalne lub nastepcze szkody i straty, powstate w wyniku przygotowania lub stosowania informacji zawartych w niniejszym podreczniku w
trakcie obstugi urzgdzenia, lub zwigzane z wydajnoscig urzgdzenia obstugiwanego zgodnie z tymi informacjami.
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Deklaracja Zgodnosci

DIPOL Golaszewski, Gwizdala, Wasniowski Spotka Jawna
deklaruje, ze nastepujacy produkt:

Produkt: Modut SFP ULTIMODE
Model: SFP-011M, SFP-023G, SFP-203M, SFP-203G, SFP-203/5G SC, SFP-205/3G SC,
SFP-203/5G LC, SFP-205/3G LC

Jest zgodny z norma:

EN 55022:2006+A1:2007

EN 61000-3-2:2006+A2:2009

EN 6100-3-3:2008

EN 55024: 1998+A2:2003

EN 68025-1:2007

EN 60825-2:2004+A1:2007+A2:2010

> .DbipoL

Golaszewski, Gwizd ala,
dlpOi Wasniowski bpm‘kaJawna

31-587 Krakdw, ul. Cieptownicza 40
NIP: 6780101049

Ably WO

Piotr Wasniowski
dyrektor




| MALEJ ARCHITEKTURY "KOPCA WOLNOSCI” W POZNANIU

— w ramach zadania "Odbudowa Kopca Wolnosci

Poznan, ul. Abpa Antoniego Baraniaka, dz. nr 1/7, ark. nr 03, obr. 0007 Chartowo

MODERNIZACJA, BUDOWA | MONTAZ ELEMENTOW ZAGOSPODAROWANIA
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LEGENDA:

ELEMENTY ZAGOSPODAROWANIA | MALEJ ARCHITEKTURY

1

=

wycinka istniejgcych drzew przesfaniajgcych sylwetke Kopca —
poza terenem opracowania

1a) proponowana wycinka drzew — poza terenem opracowania
1b) drzewo do przesadzenia

2) przebudowa i modernizacja czgsci istniejgcego ogrodzenia od
strony ul. A. Baranioka — odcinek A1 — C

3

<

odcinek ogrodzenia do usunigcia — odcinek A — B i A1 — B1
4) nowy odcinek ogrodzenia z furtkq — odcinek A — Al

5) modernizacja i remont istniejgcego chodnika po stronie
zewngtrznej ogrodzenia

6) modernizacja i remont istniejgcego chodnika w pasie drogowym
ul. A. Baraniaka — poza zakresem opracowania

7) modernizacja istniejgcego utwardzenia na odcinku bram
wjazdowych

8) montaz tablicy infromacyjnej (4,14+1,0m) x 2,8m zawierajqcej rys
historyczny Kopca (na podstawie z betonu architektonicznego)

9) utwardzony plac wejsciowy u podstawy Kopca — modernizacja
(kostka granitowa)

10) modernizacja utwardzonej zachodniej drogi technicznej wejsciowej
na szczyt Kopca (kostka granitowa, szer. do 3,0m)

10a) platforma posrednia pdtnocna

11) schody wejsciowe na platforme szczytowq Kopca — modernizacja
(kostka granitowa)

12) platforma na szczycie Kopca — mata architektura (beton
barwiony, Srednica 12m)

13) utwardzenie czesci platformy szczytowej — mata architektura
(obejscie wokst platformy flagowej) — budowa (kostka granitowa)

14) montaz masztu flagowego (wys. 16m)

ELEMENTY OSWIETLENIA | ILUMINACJI

15) elementy oswietlenia terenu (latarnie na stupach, wys. 6m)
15a) podswietlenie tablicy infromacyjnej

16) projektory iluminacji Kopca (2 szt./punkt)

16a) projektory iluminacji masztu

16b) oswietlenie srodka platformy szczytowej

t6¢) projektory iluminacji dolnej czesci Kopca (1 szt./punkt)

stupek do montazu projektoréw, wys. 1,6m
sfupek do montazu projektoréw, wys. 1,2m

ELEMENTY MONITORINGU TELEWIZJI PRZEMYSLOWEJ (CCTV)

17) kamera do transmisji internetowej (panorama miasta
ze szczytu Kopca)

18) kamera monitoringu (telewizji przemystowe]) bezpieczefistwa

granice dziatki 1/7 = granice opracowania

A 7
Mapa do celow projektowych 26G.0UG.4104.1338.2017 |
skala 1: 500 ——
sekcja 6177421229 1223
1. Ui wspokaptnych prostokagine pkauech - PL2000 ALA
2 Uhad wyschodciowy - Amutendam DALY

Miasto Poznai
Jedn, ewiden, (identyfikator) : Miasto Poznan (306401_1) :
Obrgh (identyfikator) : Chariowo (0007)
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