Bench with backrest and armrests 1.8m (71“) long

Versions: LME156t tropical wood

LME156y resysta
Structure type: casts of aluminium alloy are connected to the wooden boards using stainless steel screw joints.
Coating: side sheet casts are supplied either without additional coating or are equipped with powder coating on request.
Supporting frame: aluminium alloy casts.
Seat: 3 boards made of massive wood with a square section 120 x 33mm (4.74x1.3%) 1,800mm (71%) long.
Backrest: 2 boards made of massive wood with a square section 120 x 33mm (4.7°x1.3%) 1,800mm (71%) long.

1 board made of massive wood with a square section 95 x 33mm (3.7x1.3%) 1,800mm (71) long.
Colour options: shades of polyester powder coatings in the fine structure mat, standardly provided by mmcité.
Other shades according to the RAL sampler are available on request.
Anchoring: anchoring under the paving into concrete foundation using M8 threaded rods.

All street furniture elements must be properly anchored according to the producer’s technical instructions. The manufacturer declines
responsibility for any damages caused by careless use or by non-compliance with the instructions.

Weight: LME156t 50,2 kg (111 Ib)
LME156y 51,9 kg (114 Ib)
Option: different than standard colour.
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TECHNICAL SPECIFICATIONS
All rights reserved. Protectionofindustrial design.
Rozmeéryvyrobkimajiinformativnicharakter. Vyrobce si vyhrazujepravo na zménutechnickéspecifikacebezptedchozihoupozornéni. Rozméryspodnistavby a zpt ivyrobkujsouza é. RozteCekotevrozméro: era éhovyrobku.
All product sizes have an informative character. The prnducer reserves the right to amend the technical specification at any time without previous warning. The size of foundantion baseplate and the method of mounting of the product are imperative. Anchor spacing measure out by measurements of supplied product.
Die Abmessungen der Pr ormativ. Der Her r behlt sich das Recht an Anderungen der technischen Spezifikationen vor, ohne vorher darauf hinzuweisen. Abmessungen der Fundamenuerung Unterbau und Art des Produklelnbaus sind verbindlich. Ankerabstand geméaR der gelieferten Produktabmessungen dimensionieren.
Dimensions des produitssonta titre mformahfseulement Lefabncant se réserveledroit de modifier les spécificationstechniquessanspréavis. Dimensions des fondations et maniérede /i oduitsor I e. Ancreécar ions & partir des dlmenswnsduprodulthvre
Las dimensiones de los productostienencaracterinformativo. El fabricante se reserva el derecho de cambio de la especificaciéntécnica sin aviso previo. Tanto las dimensiones de las bases de cimentaciéncomo el sistema de fijacion son inalterables. Hayquemedir el j Gn las dimensionesdelpre
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